
 

VILLAS LUXURY ESMERALDA 
 

         FOUNDATIONS AND STRUCTURE  
 

 Foundation executed in reinforced concrete in accordance with seismic-
resistant construction regulations. 

 Sanitary crawl space floor supported on Caviti system (ventilated 
disposable formwork). 

 Reinforced concrete structure with prefabricated structural elements 
(beams, joists, hollow blocks, etc.) in accordance with seismic-resistant 
construction regulations. 

 Reinforced concrete tie beams under perimeter walls. 
 First-floor slab with reticular slab system. 
 Concrete screeds in exterior paved areas. 

 
             ENCLOSURES AND FINISHES  

 
 Exterior enclosure of the dwelling with double brick wall and air cavity 

with thermal-acoustic insulation (rock wool), exterior finish with water-
repellent single-layer mortar. 

 Interior partitions with 7 cm double-hollow brick, plaster render, 
finished with smooth white paint. 

 Exterior fencing on party walls consisting of reinforced concrete screen 
walls and, in other cases, with concrete block finished with water-
repellent single-layer mortar and simple twisted wire mesh with 
artificial hedge. 

 Removable ceiling in the guest toilet and plant room to allow 
installation of air conditioning. 

 Wood slat feature or similar at the entrance area of the house. 
 House ceilings in plasterboard to facilitate the installation of ventilation 

ducts, air conditioning, systems, dropped ceilings for lighting, etc. 
 Exterior wall finish in water-repellent single-layer mortar, decorative 

natural stone details at the main entrance, and decorative wood-effect 
slat details on the pool front. 



 

 
    JOINERY  

 
 Main door with security lock, decorative exterior front panel in the same 

finish as the aluminium joinery and white on the inside. 
 Exterior aluminium joinery in textured colour 7039, motorized shutters, 

and in the living room a curtain-wall-style shutter in the same colour as 
the joinery, double glazing with air chambers and solar filter on 
windows and French doors. 

 Automated exterior vehicle entrance gate with remote control. 
 Automated metal pedestrian access gate to the interior of the plot, with 

video intercom. 
 Fencing above the façade wall, made of metal joinery in 7039 slats. 
 Metal garage door, automated with remote control. 
 Interior joinery: white-finish interior doors with stainless steel fittings, 

wardrobes in wood finish lined inside with shelves, drawers, and 
hanging rails in all bedrooms; in the main bedroom, a dressing room 
lined with shelves, drawers, and hanging rails, with doors in frosted or 
semi-translucent glass finish. 

 
   FLOORING AND TILING  

 
 Interior and exterior flooring with first-quality porcelain stoneware in 

various models to choose from. 
 Bathroom wall tiling with first-quality porcelain stoneware in various 

models to choose from. 
 

 ELECTRICAL  
 

 Zoned electrical installation prepared for a high level of electrification. 
 Simon, Nielsen, or similar switches and mechanisms, in smooth white 

and smooth black finish. 
 Telecommunications conduits with TV and telephone points in all 

rooms. 
 Interior and exterior lighting points according to regulations, with LED 

lighting. 
 Pre-installation for solar panels. 
 Pre-installation for alarm system. 
 Pre-installation for electric awnings. 



 

 Pre-installation for electric interior curtains. 
 

             PLUMBING AND DRAINAGE  
 

 Water network made of cross-linked polybutylene pipe. 
 Wastewater drainage network in PVC pipe. 
 Vitreous china sanitaryware with wall-hung toilets and concealed 

cisterns in the two main bathrooms and guest toilet, bathroom furniture 
with one and two basins, black single-lever taps in the guest toilet and 
in the two main bathrooms, mirrors, and black shower screens in the 
two main bathrooms. 

 Acrylic shower trays. 
 Domestic hot water provided by an aerothermal system. 
 Water points in the garden. 

 
 KITCHEN AND APPLIANCES  

 
 Fully furnished kitchen with island and modern linear units, subject to 

design. 
 Worktop and front panel in Silestone or similar, with built-in sink and 

hob. 
 Included appliances from leading brands: panel-ready fridge, oven, 

panel-ready dishwasher, hob, washing machine, extractor hood, and 
aerothermal unit. 

 
                      CLIMATE CONTROL  

 
 Pre-installation for air conditioning and Airzone, ducted system with 

supply and return grilles in all bedrooms and the living room. 
 Extraction of stale air in wet areas and kitchen with a double centralized 

recirculation system and heat recovery unit. 
 

 EXTERIORS  
 

 Private 10 x 3.5 m swimming pool, with stainless steel water cascade, 
dimensions as specified in the plans, finished in porcelain stoneware 
matching the exterior paving, with steps in the same material or in 
mosaic tiles, to be chosen. 

 Pre-installation for pool heating with heat pump. 



 

 Summer kitchen with island, electrical installation, plumbing, and sink. 
 
 
 

* The technical management and the owner reserve the right to make changes to the materials 
described, always maintaining a quality similar to the substituted material. 


